
AMS™ MOUNT GUIDE

AMS-EX3 3” EXTENSION, SOLID BRASS 
The EX3 (3” extension) is a fixed length adapter that is so useful 
in the landscape you will wonder how you got along without 
it. When used on a G/S ground stake it will raise the luminaire 
to the perfect height, even in thick ground cover (for shrub 
cover use telescopic riser). Also useful as a stand off when 
wall mounting and can be connected to each other for 6” total 
extension.

AMS-1/2 UNIVERSAL MOUNT, SOLID BRASS 
The 1/2” mount allows the installer to retrofit any one of our AMS 
style luminaires into any conventional mounting scenario that 
may pop up. Also allows mounting one of our luminaires onto a 
favorite mounting device of another manufacturer delivering true 
cross platform compatibility. Can be used to install an SL series 
luminaire onto a bell box for 120V applications.

AMS-T/M TRELLIS MOUNT, SOLID BRASS 
The T/M is machined entirely from solid brass and is just 1 1/2” 
in diameter, it is the smallest SL mount available, designed for 
installation onto structures as small as a 2” x 2”- common in 
many residential trellis applications. Requires wire connection 
up to 12” away from luminaire (e.g. hidden on top of the 2”x 2”). 
Shipped complete with stainless steel mounting hardware.

AMS-S/B 2 1/2” SPLICE BOX, SOLID BRASS 
A solid brass mounting solution with a 2 1/2” diameter box that 
is secured to a mount plate with set screws and sealed with an 
O-ring. Electrical splice is hidden inside the box for a neat, clean 
installation. Shipped complete with wire connectors and stainless 
steel fasteners.

AMS-C/P COVER PLATE, SOLID COPPER / BRASS 
Solid copper cover plate designed for recessed wiring 
connections. Two stainless steel fasteners secure plate to 
recessed wiring box (by others - recommended models include 
Tork #TA502 or T&B #DN415). Sealed with 1/8” EPDM gasket.

AMS-4/0 4” MOUNT PLATE, SOLID BRASS / COPPER 
The 4/0 mount plate offers a mounting solution machined entirely 
from solid brass and copper. The domed cover allows for the 
wire connection to be hidden underneath the plate when used on 
flat walls. Mounting surface should measure 4” minimum. Note 
that a 4x4” wood post measures only 3 1/2”. Shipped complete 
with stainless steel fasteners.

AMS-J/B 5” J-BOX MOUNT PLATE, SOLID BRASS / 
COPPER 
The J/B mount plate is designed to fit all of our SL series 
spotlights and offers a mounting solution machined entirely from 
solid brass and copper. Designed to fit all standard 3” and 4” 
round or single gang square boxes that are recessed into walls 
or other flat surfaces. Ships complete with mounting hardware 
and heavy duty EPDM rubber gasket.

T/S TREE STRAP SYSTEM, SOLID BRASS 
The tree strap system from Auroralight is a matrix of the 
best available components for the task. The body is solid, 
durable machined brass that allows space for an internal wire 
connection. The brass transitions to a PVC buffer where it makes 
contact with the tree. Finally, a UV stabilized black EPDM elastic 
strap(s) securely holds the fixture in place. The versatile strap 
fits small branches 2” in diameter or trunks as large as 18”.

AMS-G/S GROUND STAKE, ABS / BRASS 
The G/S mount is the most common of all the mount options 
and is a time proven design. Our custom injection molded and 
durable ABS stake incorporates oversized fins and flange for 
superior stability with a heavy cap machined from solid brass. 
The G/S is functional, versatile, cost effective and indestructible.

AMS-D/S DELUXE SPIKE 9”, BRASS / STAINLESS 
The Deluxe Spike stabilizes luminaires when mounted in soft 
soil with its 2 1/2” x 3/8” thick Brass mount plate and 9” stainless 
steel spikes. This mount is a great upgrade from standard PVC 
or ABS stakes, ideal for smaller path lights or spot lights.

AMS-T/R 9” OR 12” TRIDENT SPIKE, STAINLESS 
STEEL 
The Trident Spike stabilizes luminaires in sand or loose soil with 
its 4” diameter x 1/4” thick plate and three spikes available in, 9” 
or 12” lengths. Machined from solid stainless steel. For use with 
SL spotlights, path lights, or bollards.

AMS-P/S POWER STAKE, PVC / BRASS 
The Power Stake is a low voltage landscape lighting power 
supply listed to UL standard 1838. This unit can be buried up 
to within 1” of the top, even in exterior wet locations. 120 volt 
primary x 12 volt secondary, the 1/2” threaded top readily adapts 
to our complete product line as well as most 12 volt fixtures from 
other manufacturers. Accommodates two 1/2” conduits allowing 
for 120 volt in, 12 volt out, for second fixture up to 10’ away.

TELESCOPIC RISER, BRASS / COPPER 
Designed for use exclusively with our family of AMS series 
spotlights, designers and installers now have a quality solution 
for maturing plants that are overtaking luminaires, hindering 
performance. A quick solution for an existing problem or a 
proactive application allowing for growth in the landscape. 
Unique design allows for 100% extension of original height. 
Ground stake included. 

AMS-STM SCREW-IN TREE MOUNT 
Description here. 

CARLSBAD, CA  |  PHONE 877 942 1179  |  FAX 760 931 2916  |  E-MAIL SALES@AURORALIGHT.COM  |  AURORALIGHT.COM
In a continuing product improvement program, Auroralight reserves the right to modify product specifications without notification. © 2014 Auroralight, Inc.  2-7-REV~6.9


